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2.5.2 Monitoring software

Battery pack can be remotely monitored with BATTERYMONITOR software. With this

software, battery voltage, cell voltage of single cell and pack, SOC status, cell temperature, voltage

differences can be monitoring in real time. Through history record, battery status can be checked

afterwards.

First, connect MIC RM to the master computer with USB-RS485 adapter.

If the adapter needs wiring, follow the wiring diagram.

Wiring Diagram

RJ45
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Software interface

2.5.3 Compatible Inverters

MIC RM Battery pre-programmed with multiple CAN protocols to compatible with

multi-brands of inverters. To make sure that the battery module works perfectly, it would be

better to use the compatible inverters listed below.

Note: Different models of inverters may comes with different protocols and designing even for the

same brand. For some models, a firmware updating is required for perfect communication.

Pre-programmed CAN Protocol list:

 Goodwe-V1.5

 Pylon-V1.3

 Growatt-V1.05

 Victron CANBUS_PROTOCOL
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 LUXPOWER_CAN Protocol

 Sofar_REV5

 SMA_EN_10

Communicate inverters list (CAN Protocol):

 Goodwe

 Growatt (Growatt inverter comes with both CAN and RS485 protocol models. Please confirm

before purchase.)

 Victron

 Voltronic (Voltronic inverter comes with RS485 protocol only. Please confirm with your sales

representative before purchase.)

 Phocos (Phocos inverter comes with RS485 protocol only. Please confirm with your sales

representative before purchase.)

 LUXPOWER

 Sofar

 DEYE

 Sermatec

 RENAC

 TBB POWER

 SOLIS

 SMA

 FoxESS
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Inverter Settings:

Battery information would be synchronized to the inverter through CAN communication. If the

inverter do not support CAN communication, the following parameters need to be modified before

connecting with battery system.

Charging Settings:

Parameter Setting

Battery type Lithium

Charge curve Fixed

Absorption voltage 57.6V

Float voltage 55V

Absorption time 1Hr

Note:

1. Make sure to double check the float voltage after completing Assistants, and if necessary set it

back to 55.0V.

2. For off-grid use: ignore the 'BMS assistant required' warning.

Inverter Settings

Parameter Setting

DC input low shut-down 43V

DC input low restart 47V

DC input low pre-alarm* 47V
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3. Installation

3.1 Application

3.2 Battery pack wiring (Pack to pack)

 Stack the battery packs onto the base. (Maximum 6 packs can be stacked.)

 Connect cables between packs.

 Connect cable with inverter.
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4. List

4.1 Packing list

Item Description Quantity Picture

1
MIC RM Battery Pack
5.12KWh

1 PCS

2
Parallel cable with plus orange and
black
240mm

1 SET

3
RJ45 cable, yellow
300mm

1 PCS

4
Ground cable, M6 screw hole
190mm

1 PCS

5 Packing list 1 PCS /
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4.2 Optional Accessories

Note: The following accessories list is not included in the package. Please contact your sales
representative to order if needed.

1 Adapter RS485 to USB adapter optional

2 Cable

Pack to inverter power cable
1500cm, positive and negative
other length cables optional

optional

System to computer RJ45 cable
1500cm

optional
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5. Appendix

5.1 RS485 DIP address setup demonstration.

Multiple MIC RM packs in parallel:

14MIC RM

10MIC RM

15MIC RM

11MIC RM 12MIC RM

13MIC RM

9MIC RM

3MIC RM2MIC RM

6MIC RM

4MIC RM

7MIC RM 8MIC RM5MIC RM

MIC RM 1

MIC RM

Single pack: No need to set DIP address.
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5.2 CAN BUS DIP address setup demonstration.

5 in Parallel 6 in Parallel 7 in Parallel 8 in Parallel

1 Pack 3 in Parallel2 in Parallel 4 in Parallel
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9 in Parallel 10 in Parallel 11 in Parallel 12 in Parallel
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13 in Parallel 14 in Parallel 15 in Parallel 16 in Parallel
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